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Certificate Issued to: 

Officine Rigamonte spa. 

Via Circonvallazione 

9 

Valduggia 

13018 

Italy 

 
 
 

Certificate number: 2502734 (1) 
 

Issued 

Expires 

26/02/2025 

26/02/2030 

 

 

Kiwa Regulation 4 (KUKreg4) Certification 
 

Evaluation Guideline – Kiwa UK – EG004 – Regulation 4(1)(a) 

Model number(s) – see Appendix 

 

Officine Rigamonte spa. 

 
Kiwa Watertec declares that legitimate confidence exists in the products specified in this certificate and 

supplied by the above organisation be relied upon to comply with the Kiwa Evaluation Guideline 

referred above. 

 

Which verifies the requirements of: 

 

Regulation 4(1)a of the Water Supply (Water Fittings) Regulations 1999 England & Wales: 2009 

Northern Ireland and 2014 Byelaws Scotland. 

 

 

This certificate has been issued in accordance with the Kiwa regulations for product certification. 

 

Signed on behalf of Kiwa Watertec 

 

 

 

 

David Jay, Business Unit Manager – Authorised Signatory 

Kiwa Watertec 

 

 

 

 

Publication of this certificate is allowed. 

Products are intended to be used in the UK only. For other countries, other (National) requirements will apply. 

See https://www.kiwa.com/gb/en/about-kiwa/water-products/ or the QR code below to ensure that the certificate is 

still valid. 

  

http://www.kiwa.co.uk/
https://www.kiwa.com/gb/en/about-kiwa/water-products/


 

Product Certificate   
 

Appendix to Certificate number: 2502734 
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The following products belong to this certificate 

 

 

Extra Notes 

 

PRODUCT DESCRIPTION 

Range of pressure reducing valves constructed of CR (DZR) brass, nickel-plated external finishing, and an adjustable outlet 

pressure from 1 bar to 6 bar.  

ATS3 – Without Production Surveillance. 

MODEL(S) 

0218.515 – ½” BSP(F)   

0218.514 – DN15  

0218.520 – ¾” BSP(F)  

0218.522 – DN20  

16 bar (Inlet Pressure) for threaded version according ISO 228/1  

16 bar (inlet Pressure) for fitting according EN1254-2, for use with copper pipe to EN1057 

SIZE: 

See model. 

SCOPE: 

Manufacturer recommended maximum working pressure 16 Bar (outlet adjustable between 1 to 6 Bar) & maximum operating 

temperature 80°C.  

Hygienic Purposes: Non-metallic materials suitable for continuous use up to 80°C. 

MARKING 

Officine Rigamonti logo, DN, PN, flow arrow, CR and Made In Italy on body. 

MATERIALS 

Non-metallic materials assessed (BS6920) to point of discharge. 

BACKFLOW PROTECTION NOTES 

N/A. 

ADDITIONAL NOTES 

All water contact & exposed components satisfy opacity requirements. 



WRAS PRODUCT APPROVAL CERTIFICATE

Approval Number

250304721

Field of application Products complying with the Water Supply (Water Fittings) Regulations 1999
(England & Wales), the Water Supply (Water Fittings) (Scotland) Byelaws
2014 and the Water Supply (Water Fittings) Regulations (Northern Ireland)
2009.

Approval holder Officine Rigamonti Spa

WRAS directory section 2200

Product type Valves

Model ART.0218.515, ART.0218.514,
ART.0218.520 &ART.0218.522
PRESSURE REDUCING VALVES

Basis of compliance Tested to regulators Specification Test Code Sheets

Valid from 1st March 2025

Date of expiry 31st March 2030

Authorised by

Ian Hughes, WRAS Approvals Manager

The certificate by itself is not evidence of a valid WRAS Approval.
The certificate must always be shared with the supporting letter.
Confirmation of the current status of an approval must be obtained from
the WRAS Approvals Directory ( www.wrasapprovals.co.uk/directory/ )

Certificate issued: 10th March 2025

The Water Regulations Approval Scheme Ltd. Registered in England No, 1303284 Registered office: 6D Lowick Close, Hazel Grove, Stockport, SK7 5ED




