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DESCRIPTION
Level indicators are generally installed on the external side of tanks or vessels whose liquid content requires inspection, in order to 
intervene if necessary with the appropriate filling. Their operation is very simple and exploits the law of communicating vessels; hence 
the level displayed is absolutely true to the actual level of the liquid present in the tank. Obviously, in order to accomplish this task, the 
level indicator requires a transparent tube to observe the level of the liquid. 
The level indicator with pin closure consists of two parts: the upper part, which receives the intercepted liquid, is connected by a 
transparent tube to the lower part, which, besides receiving the intercepted liquid and connecting with the aforementioned pipe, has a 
tap for discharging the liquid in the tube. The pin closure isolates the transparent tube, which enables a rapid substitution in case of 
need for replacement, while the tap located at the lower part of the indicator couple permits the discharge of the liquid in the transparent 
tube (connected with the tank closed).

TECHNICAL FEATURES
Pressure:
maximum allowable working pressure (PN) 10 bar
Temperature:
maximum working temperature (TS) 80° C
Compatible fluids: 
heat transfer fluids in compliance with Italian national standards (UNI 8065 § 6)
glycolate solutions glycol 50%
Threading:
pipeline connection threads according to ISO 228/1
Requirements and tests as per: 
shell tightness test P11 - EN 12266-1
obturator seat tightness test P12 - EN 12266-1

DESIGN
Body and other components brass

PRODUCT CODES
1801.010 male 1/4” tube Ø10
1801.013 male 3/8” tube Ø13
1801.016 male 1/2” tube Ø16



1801 • 1/4”÷1/2”

All informations included in this catalogue, technical features, drawings and descriptions, are not binding and might be subject to variation at any time,
without any forwarning. Any reproduction, even partially, is forbidden and legally pursuable.
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1/4” Ø10 100 65 75 48

3/8” Ø13 104 69 78 50

1/2” Ø16 108 69 81 53
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