
OFFICINE RIGAMONTI S.p.A.
via Circonvallazione, 9

13018 Valduggia (VC), ITALY
TEL. +39 0163.48165
FAX +39 0163.47254

www.officinerigamonti.it
export@officinerigamonti.it

OFFICINE RIGAMONTI
La qualità di mano in mano.

G | 5

2067 • 1”
EJECTORS FOR PUMPS WITH VENTURI EFFECT

CONNECTIONS: MALE-FEMALE

HYDRAULIC FEATURES
The ejector is a device that sucks the water from a well when immersed completely in the deepest part of the 
well and attached to a pump at the surface. The particular internal geometric form of the device’s body, together 
with its double contrasted cone, allows it to take advantage of the principle of the “Venturi effect”. Water velocity 
increases inside the body creating a depression at the ejector’s inlet, creating suction and consequently bringing 
the water to the pump. Footvalves are recommended at the end of the ejector’s suction in order to avoid the 
device’s discharge when the pump is not functioning which would cause the introduction of particles that may 
damage the  mechanical parts.
The ejector has the following features: 
1) Facilitates maintenance of centrifugal pumps as it will be  at the surface.
2) Avoids the need for electric devices in the well’s proximity.
3) Allows the use of an electric or internal combustion engine pump.
4) The same pump can be removed and transported to another facility without altering the plant.

DESIGN
Cast brass body EN 1982 - CW753S
Venturi pipe and seat in brass EN 12164 – CW614N
Brass Nut EN 12165 - CW617N

TECHNICAL FEATURES
Pressure:
Maximum allowable working pressure (PN) 16 bar
Temperature:
maximum working temperature (TS)  80 ºC
Threading:
Pipeline connection    Threads according to ISO 228/1
Requirements and tests as per:
Shell tightness    Test P11 - EN 12266-1

PRODUCT CODES
2067.025 male 1”
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