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OFFICINE RIGAMONTI
La qualità di mano in mano.

0605 • 1/4”-3/8”
MANUAL AIR VENTS FOR RADIATOR NICKEL-PLATED WITH O-RING

HYDRAULIC FEATURES
This discharge tap is used to purge air that forms and stagnates inside heating elements and radiators. A systematic use of this device, either 
during the systems loading or while functioning normally, prevents unwanted situations such as cold zones and continuous and persistent 
noise during the passage of heat-transfer fluids. The operation is manual: The handwheel is unscrewed until the air in the heating element is 
completely expulsed. The profile of the discharge nozzle has been designed to render a laminar water flow discharge to facilitate its collection. 
The discharge tap is hermetically sealed, even if the handwheel is only partially closed. and, when facing strong thermal shifts, thanks to  a 
rubber o-ring on the obturator. The knurled manual handwheel has a control stop to prevent it from breaking away from the body when opening. 
Finally, the nickel plated body and the white molded handwheel give this device an aesthetic resemblance to the other devices on the heated 
vessels, and thus a full aesthetic integration.

DESIGN
Brass Body EN 12164 - CW614N
Other components in brass EN 12164 - CW614N
Handwheel in PA6 polyamide (nylon 6)
O-rings in NBR RUBBER
Ring washers in PTFE
Nickel plating ELECTRODEPOSITED COATING EN 12540 (Cu/Ni5s)

TECHNICAL FEATURES
Pressure:
Maximum allowable working pressure (PN) 10 bar
Temperature:
Working temperature (TS)   from 0°C (excluding ice) to +110 °C
Compatible fluids:
Heat transfer fluids in compliance with Italian national standards (UNI 8065 § 6)
Glycolate solutions (glycol)   50%
Threading:
Pipeline connection    Threads according to ISO 228/1
Requirements and tests as per:
Seat tightness    Test P12 - EN 12266-1
Shell tightness    Test P11 - EN 12266-1

PRODUCT CODES
0605.208 male 1/4”
0605.212 male 3/8”

CONNECTION: MALE
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CONNECTION: MALE

FEATURES

Dn D H a
1/4” Ø17 30 9,5

3/8” Ø17 30 9,5


